






















































I SWITCHABLE GLASS

1-Limited edition glass
Switchable glass is a new type of laminated structural glass, combining 

PDLC film between two layers of glass at high temperature and high 

pressure after the overall formation of bonding. With a controller, it can 

instantly switch between opaque and transparent. 

• 

• 

• 

• 

Glass 

EVA film 

PDLC film 

EVA film 

Glass 

Note: Color and thickness do not 

represent the actual situation, 

only for the convenience of 

illust ration. 
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Product Parameters 1-Limited edition glass

Items 087 PDLC film 

Film color White 

Uv block >99%

Ir block >86%

Power consumption Sw/m2 

Compatible with Eva 

Input voltage 100-120v 60Hz /220-240v S0hz

Glass types Flat,Curved,Tempered,Ultra Clear,Low-E,Other 









Luxurious media glass 
The display chip and control software implanted into glass can make the Glass 

itself become media, Designed for Luxury store, commercial centre ,Mall with 

multiple functions such as spreading information, creating value, improving 

recognition and enhancing influence, so that the eyes are beautiful scenery. 

Change the display content at any time, support human-machine interaction, 

and make the space interesting and promising. 

• 

• 

Glass 

Specially manufactured films 

Display layer 

Specially manufactured films 

Glass 

Note: Color and thickness do not 

represent the actual situation, 

only for the convenience of 

illustration. 
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Product Model 

Products Luxurious 01 

Pitch P4 

Screen brightness (nits) 0~5000 

Visual transparency 290% 

Pixel pitch 4.16x4.16mm 

Module 124.8x500m 

Pixel density 57600 

Best view distance 24m 

Viewing angle 2160° 

Average square power 230W 

Maximum square power 650W 

Product Model 

Products Luxurious 05 

Pitch Pl0 

Screen brightness (nits) 0~5000 

Visual transparency 295% 

Pixel pitch l0xl0mm 

Module 200x500mm 

Pixel density 10000 

Best view distance 210m 

Viewing angle 2160° 

Average square power 230W 

Maximum square power 650W 

Technical Parameters 

Pixel specification l Rl Gl B 

Pixel package SMD2020 

Screen material Tempered Glass 

Grayscale level 65536 

Refresh rate 23840 

Luxurious 02 

PS 

0~5000 

<!90% 

5x5mm 

200x500mm 

40000 

25m 

2160° 

230W 

650W 

Luxurious 06 

Pl5 

0~4000 

298% 

l 5.6xl 5.6mm

250x500mm 

4096 

215m 

2160° 

200W 

520W 

Control system 
Transmitter cards, asynchronous cards, 
asynchronous playback boxes, video processors 

1-luxurious media glass

Luxurious 03 Luxurious 04 

P6 PB 

0~5000 0~5000 

295% 295% 

6.23x6.23mm 8.3x8.3mm 

l 24.6x499mm 166x498mm 

25600 14400 

26m 2am 

2160° 2160° 

230W 230W 

650W 650W 

1-luxurious media glass

Luxurious 07 

P20 

0~3000 

298% 

20x20mm 

200x500mm 

2500 

220m 

2160° 

140W 

390W 

1-luxurious media glass

Brightness adjustment 32)(65536 

Operating voltage +5VDC

Working temperature -20°c~55°c

Storage temperature -40°c-so·c

Working humidity 10-90% 

Storage humidity 5-95%







Holographic invisible display 
The high-definition transparent feature adds a dynamic display effect while 

preserving natural light. This revolutionary technology transforms buildings 

and spaces into immersive media display platforms for real-time 

information, artwork and advertising. From commercial buildings to 

cultural centers, Mikko's invisible displays, which can be self-adhesive or 

suspended, blend in with the city. 
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Product Model 

Products Invisible 01 

Pitch P4 

Screen brightness (nits) 0-5000

Visual transparency 290% 

Pixel pitch 4x4mm 

Module W240xHsl 500 

Pixel de nsity 62500 

Best view distance 24m 

Viewing angle 2160° 

Average square power 230W 

Maximum square power 650W 

Product Model 

Products Invisible 06 

Pitch PlS 

Screen brightness (nits) 0-4000

Visual transparency 295% 

Pixel pitch 1 Sxl 5mm 

Module W240xHs1 500 

Pixel density 4356 

Best view distance 215m 

Viewing angle 2160° 

Average square power 230W 

Maximum square power 650W 

Technical Parameters 

Pixel size 1 Rl Gl B 

Pixel packing 1515 / 2020 

Color uniformity ±0.003 

Grayscale level 65536 levels 

1-Holographic invisible display 

Invisible 02 Invisible 03 Invisible 04 Invisible OS 

PS P6 PB PlO 

0-5000 0-5000 0-5000 0-5000

�0% 295% �5% 295% 

SxSmm 6x6mm 8x8mm lOxlOmm 

W240xHsl 500 W240xHsl 500 W240xHsl 500 W240xHsl 500 

40000 27556 15625 10000 

2Sm 26m 2am 210m 

2160° 2160° 2160° 2160° 

230W 230W 230W 230W 

650W 650W 650W 650W 

1-Holographic invisible display

Invisible 07 Invisible OB Invisible 09 

P20 P30 Consultation Customization 

0-3000 0-1200 Consultation customization 

�8% 298% Consultation Customization 

20x20mm 30x30mm Consultation Customization 

W240xHsl 500 W240xHsl 500 Consultation Customization 

2500 

220m 

2160° 

160W 

480W 

1089 Consultation Customization 

230m Consultation Customization 

2160° 2160° 

lOOW Consultation Customization 

260W Consultation Customization 

1-Holographic invisible display

Control method mobile phone/computer 

Support video Internal storage/U disk/synchronization 

Screen material Flexible substrate+ organic res in 

Working temperature -20-S0°C

Brightness adjustment 32-bit current gain Storage temperature -40~70°C

Drive method Static state 

Refresh rate 3840 

Working humidity 10-90%

Storage humidity 5-95%
































